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<<file>>
core/include/irq.h

int inISR(void)

<<file>>
core/include/kernel.h

<<file>>
cpu/msp430­common/

include/cpu.h

<<file>>
cpu/arm­common/VIC.c

<<file>>
cpu/native/irq_cpu.c

<<file>>
cpu/msp430­common/irq.c

<<file>>
cpu/msp430­
common/cpu.c

unsigned disableIRQ(void)

unsigned enableIRQ(void)

void restoreIRQ(unsigned)

unsigned int atomic_set_return
(unsigned int *, unsigned int)

<<file>>
core/include/atomic.h

<<file>>
cpu/msp430­

common/atomic.c

<<file>>
cpu/native/atomic_cpu.c

unsigned long hwtimer_now(void)<<file>>
core/include/hwtimer.h

<<file>>
cpu/lpc2783/mci/lpc2387­

mci.c

void hwtimer_arch_init(void*(int), uint32_t)

<<file>>
core/include/
hwtimer_arch.h

<<file>>
cpu/lpc­

common/hwtimer_cpu.c

<<file>>
cpu/mc1322x/hwtimer_cpu.c

<<file>>
cpu/msp430­

common/hwtimer_cpu.c

<<file>>
cpu/native/hwtimer_cpu.c

void hwtimer_arch_enable_interrupt(void)

void hwtimer_arch_disable_interrupt(void)

void hwtimer_arch_set(unsinged long, short)

void hwtimer_arch_set_absolute(unsigned long, short)

void hwtimer_arch_unset(short)

unsigned long hwtimer_arch_now(void)

<<file>>
core/include/
sched.h

void cpu_switch_context_exit(void)

<<file>>
cpu/msb430­common/

cpu.c

<<file>>
cpu/native/
native­cpu.c



12/5/13 Preview

3/8

<<file>>
core/include/config.h

<<file>>
boards/msp430­

common/board­config.c

<<file>>
boards/msba2­

common/board­config.c

<<file>>
boards/native/board­

config.c

<<file>>
boards/wsn430­

common/board­config.c

uint8_t config_save(void)

void config_load(void)

<<file>>
core/include/io.h

int fw_puts(char*, int) <<file>>
boards/msba2­

common/drivers/msba2­
uart0.c

<<file>>
boards/redbee­

econotag/drivers/redbee­
uart.c
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<<file>>
cpu/lpc2387/
lpc2387­lpm.c

<<file>>
cpu/native/
lpm­cpu.c

<<file>>
cpu/mc1322x/

cpu.c
<<file>>

cpu/msb430­
common/include/cpu.h

void lpm_init(void)

enum lpm_mode lpm_set(enum lpm_mode)

void lpm_awake(void)

void lpm_begin_awake(void)

void lpm_end_awake(void)

enum lpm_mode lpm_get(void)

<<file>>
core/include/

lpm.h
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<<file>>
core/include/

kernel_internal.h

void board_init(void)

void thread_print_stack(void)

<<file>>
cpu/arm­

common/arm_cpu.c

<<file>>
cpu/native/native_cpu.c

<<file>>
cpu/msp430­
common/cpu.c

<<file>>
cpu/msp430­

common/startup.c

<<file>>
cpu/msp430­

common/msp430­main.c

char* thread_stack_init(void*(void), void*, int)

<<file>>
boards/native/include/

board_internal.h

<<file>>
boards/chronos/
board_init.c

<<file>>
boards/msb430­common/

board_init.c

<<file>>
boards/native/
board_init.c

<<file>>
boards/redbee­econotag/

board_init.c

<<file>>
boards/telosb/

board.c

<<file>>
boards/wsn430­common/

board_init.c


